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Stonemarket, Millstone, Cotstone, Shirestone, Cascade, 
Timberstone, Pavilion, Trustone, Vintage, Drivestone, 
Marketstone, Truslate, Octant, Arctic, Driftwood, Pennon, 
Cottage Garden, Nautical Star, Avant-garde, Compass 
Points, Elemental, Radiance and Zephyr are all Registered 
Trademarks. Other Trademark rights are also claimed. Design 
copyright and patents are also held for many of the products 
within this publication. Registration numbers are available on 
request. Any infringement of such copyright will be vigorously 
pursued. No part of this publication may be reproduced or 
transmitted in any form without permission in writing from 
Stonemarket. Stonemarket and Paver Systems are trading 
names of Marshalls Mono Ltd.

General Information 
Dimensions
All dimensions given are nominal and subject to 
manufacturing tolerances. The quoted sizes and coverage 
of our paving ranges are for the overall areas including 
appropriate joints, making it easier for you to plan a project 
and order the right quantities. For precise dimensions, 
measure several product samples at a stockist. 
We are continually making innovations and improving 
products so we reserve the right to vary designs and 
specifications without notice. 

Colours 
Variations in colour shade occur in all Stonemarket 
products. While the colours shown in this brochure are as 
accurate as reprographic processes allow, it is essential 
that you see actual materials at your local stockist before 
choosing. This is particularly important with natural stone 
products where considerable variation occurs. 
Our reconstituted stone products contain natural aggregates 
so we cannot guarantee that products made at different 
times will have identical shades. When using several packs, 
mix products from each pack to achieve a blended overall 
appearance. 	   

Weathering
Weathering and site conditions can cause variations in 
shade to appear on individual units. These will not affect 
performance in any way and will diminish over time. Both 
natural and reconstituted stone products are affected by 
sunlight and rainfall. Natural stone may develop brown 
markings as its iron content oxidises. 
Stonemarket cannot accept responsibility for efflorescence 
which may occur as a deposit and/or apparent colour fading 
in the form of patches or drip staining. 

Terms and Conditions
In the unlikely event of products reaching you in less than 
satisfactory condition, please notify the retailer immediately. 
Please note that if you lay a product with a defect apparent 
prior to laying, then we may not accept responsibility for 
costs incurred. 
While every effort has been made to give sound advice, 
Stonemarket cannot accept responsibility for any loss, 
damage or injury sustained in following it. We cannot accept 
any liability if products are used for purposes other than 
those for which they were intended, or if damage is due to 
not following our advice. 

	    
Health & Safety
Mixing Mortar
Dry or damp cement and wet concrete or mortar can cause 
irritation and burns to the eyes and skin. Suitable eye 
protection and PVC gloves should be worn. If contact with 
the eyes or skin occurs, irrigate or wash off with plenty 
of water. If irritation or burning persists, seek immediate 
medical attention.

Cutting 
Using high speed cutters on concrete and stone products 
produces dust. If inhaled in excessive amounts over a long 
period this may cause long-term health problems. Suitable 
safety goggles and a dust mask should be worn. 

Manual Handling
Most of our products are abrasive and heavy, some are very 
heavy. Appropriate handling precautions include wearing 
protective gloves and footwear and obtaining assistance 
when moving items weighing over 20kg. 

Safety Data Sheets
Available by calling 024 7651 8700.  
www.stonemarket.co.uk/healthandsafety

Through our parent company’s membership of the 
Ethical Trading Initiative (ETI), our supply chain is 
independently audited to ensure that no child labour is 
used in the production of our natural stone. For a copy 
of our Corporate Social Responsibility Report and 
Full ETI/Sustainability Statements, please contact our 
sales office  or visit www.stonemarket.co.uk. 

Wall Building Guide 
Key points before you start
•	 Get professional advice if you are in any doubt, 

particularly with walls over 1.5m high and complex or 
stress carrying structures. 

•	 Plan the wall and draw a design; this helps with 
calculating quantities and makes building quicker.

•	 Get the right tools; spade, concrete mixer, trowel, spirit 
level, club hammer, 60-120mm bolster chisel, stringline 
and pointing tool. 

A firm foundation is essential
•	 Walls need a concrete foundation three times wider than 

the thickness of the wall. Its depth should be at least 
100mm with the base 300mm below ground level. 

•	 For walls over 1m high the foundation base depth should 
be one third of the height of the wall above ground. 

Construction
•	 Single skin walls 100mm thick should not be higher than 

1m and need 215mm square piers every 2m.
•	 Walls over one metre high should be double skin 

construction, with the two skins tied together and should 
have support pillars at least every 3m.  

•	 All walls need provision for expansion and contraction 
about every 6m. 

•	 Protect the top of the wall with copings and pier caps or 
suitably sized paving slabs. 

Bricklaying, Mortar & Joints
•	 Use normal bricklaying techniques including damp proof 

courses where appropriate. 
•	 Mortar should be 1 part masonry cement to 4 parts soft 

bricklayers sand. 
•	 Mix bricks/blocks from different packs to ensure a blend 

of shades. If using just one pack, select from the top 
down. 

•	 With raised planters and retaining walls, leave some 
vertical joints un-mortared for drainage. 

•	 Raised pools require a waterproof liner and a design that 
will support the weight of water. 

Rio Walling (pages 14, 15)
•	 Whilst Rio Walling can be built using normal mortar  we 

recommend the use of Marshalls M-Fix walling adhesive.

Millstone Walling (pages 27, 29)
•	 Blocks are faced on one side and both ends.
•	 Use almost equal quantities of all six block sizes to 

create an authentic antique look. One block of each size 
will build 0.19 sq. m. of single skin wall. 

•	 N.B. Block lengths are in the ratio of 1: 1¼: 1½. A 
215mm block used to tie the skins together provides a 
half module and the appearance of a fourth length. 

•	 Lay in random courses using blocks of different lengths 
but the same height in each course. 

•	 Use 10mm mortar joints and bond the blocks by 
staggering vertical joints. 

•	 Alternate course heights of 65mm and 140mm, though 
not strictly. 

•	 To avoid a top heavy look, place extra 140mm courses 
near the base and extra 65mm courses near the top. 

•	 For added interest, Cottage Garden Bricks may be 
substituted for 215 x 65mm blocks.

Yorkstone Walling (pages 38, 41)
•	 Walls up to 12 courses high that are not subject to load 

can be built semi-dry by using dabs of mortar within the 
indentations on top of each block.

•	 Walls over 12 courses high should have full mortar joints 
and normal construction techniques. 

Cotstone Walling (page 43)
•	 Carefully mix the various profiles.
•	 Rake out mortar joints to same depth as the moulded  

joints to achieve the appearance of continuous random 
natural stone.

Shirestone Walling (page 43)
•	 Each block is faced on a minimum of one length and one 

end.
•	 After the wall is built and the mortar has set firm, clean 

the blocks with a hose to reveal the full colour.

Vintage Stone Walling (page 76, 77, 85)
•	 Before commencing to build, blocks should be sorted  

to enable blocks of similar height to be laid in the same 
course.

•	 As Vintage Stone is a natural stone product, block 
height can vary. The ends of the blocks are dressed at 
an angle.

Maintenance
•	 Keep pavior joints well filled with Pavior Jointing Sand. 
•	 Pressure washers and chemical cleaners are not 

recommended, particularly for reconstituted stone and 
natural limestone. 

•	 To clean, wet thoroughly with lukewarm soapy water and 
use a stiff hard broom. 

•	 Never use common salt to de-ice reconstituted stone or 
limestone. Alternative products are available, specially 
formulated for this purpose.
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